
GORILLA
FIBER LASER
METAL SHEET CUTTER
Gantry Enclosure

6,000W to
12,000W

FEATURES

High rigidity body with compact design for stable 
performance. With robust worktable design to 
support heavy materials.

The equipped with a high-precision ball screw 
system to achieve higher cutting.
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Laser Head

High Precision
Rack and Pinion

Click on the image, or scan 
the QR code to see more 
detailed information about 
this system on our website.



GORILLA
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Click on the image, or scan the QR code to see more 
detailed information about this system on our website.

TECHNICAL PARAMETERS

TECHNICAL SPECIFICATIONS

60" X 120" (1525 mm X 3050 mm)

3050" (77470 mm)

80" (2032 mm)

1525" (38735 mm)

6,000W To 12,000W

 Beam Force / Hans' Photonics/ Max/ IPG

60 m/min

RayTools Auto Focus

CypCut 6000/ CypCut 8000

Schneider

9920 Lbs / 4500KG

Dimensions: 177" L * 76" H * 106" W

Working Size

 X-Axis Travel

Y-Axis Travel

Z-Axis Travel

  Laser Power

Laser Generator�

Max Acceleration Speed�

Laser Head

Control System�

Servo Motors & Electrical Parts�

Gross Weight�

Dimensions�


